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To the personal

KSI-01U

KNX cable

computer USB port

(Type A)

To the

USB cable is

not included

in the industrial

package
interface

( )Type B
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KSI -01UKNX-USB Interface
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Made in

EU
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SPECIFICATION

MODEL

INPUT

COMM. INTERFACE

POWER SUPPLY

CURRENT CONSUMPTION

PROGRAMMING INTERFACE
OUTPUT

WORKING TEMP.

WORKING HUMIDITY

STORAGE TEMP., HUMIDITY

DIMENSION

MTBF

PROTECTION TYPE

SAFETY STANDARDS

KNX STANDARDS

EMC EMISSION

EMC IMMUNITY

POLLUTION DEGREE

USB Type B

21~30VDC(KNX TP bus); 5VDC (USB bus)

36*90*71mm (W*H*D)

100K hrs min.

IP20 according to IEC60529

EAC TP TC 004 approved; Compliance to EN50428; EN62479

ISO/IEC 14543-3, EN50090, EN13321-1

Compliance to EN50491-5, EN61000-3-3, EAC TP TC 020

Compliance to EN61000-4-2,3,4,5,6,11, EAC TP TC 020

2 according to IEC60664-1

<5mA(KNX TP bus); <20mA (USB bus)

KNX Protocol

Green

KSI 01U-

ENVIRONMENT

OTHERS

LED INDICATOR

PACKING

DIN RAIL MOUNTING

0.070Kg 1; pcs

35 mm rail; 2 units wide

-5 ~ +45℃

20 ~ 90% RH non-condensing

-20 ~ +60 , 5 ~ 93% RH non-condensing℃

KSI -01UKNX-USB Interface
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SAFETY &

EMC



Mechanical Specification Case No.                Unit:mm

Installation Manual

Please refer to : http://www.meanwell.com/manual.html

USB LED green (ON: USB connection OK; Flash: commissioning; OFF: No USB connection)

:

:

KNX LED green (ON: KNX connection OK; Flash: commissioning; OFF: No KNX bus connection or No USB connection)A2

A1

: USB type B connectorA3

: KNX TP connector(red/black)A4

Configuration and Commissioning

The application program(data base) for ETS can be downloaded via

http://www.meanwell.com/productCatalog.aspx

KSI -01UKNX-USB Interface

File Name:KSI-01U-SPEC   2019-07-24

ADMISSIBLE DIN-RAIL:TS35/7.5 OR TS35/15
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